
Our mission is to innovate, automate and bring cost-effective solutions to the industry.
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The Foodmate Wing Portioner cuts wings into two or 
three parts (drums, flaps, tips) and handles both broilers 
and roasters.  This wing wheel will process left, right, and 
intermixed wings.  Due to the unique design of the wheel 
and cutting blades, it operates efficiently at 50 - 60 wings 

per minute.  The Wing Portioner is a compact machine 
that may be installed in a multiple unit system and has 
an optional three-chute slide that pushes the parts into 
a divided conveyor.  It is composed of stainless steel and 
food approved nylon.

WING PORTIONER



WING PORTIONER

12
97

 m
m

 (4
'-3

,1
")

887 mm (2'-10,9") 725 mm (2'-4,5")

F

8

E

D

C

B

A

G

H

J

K

L

M

7654321 9 10 11 12 13 14 15 16

91 2 3 4 5 6 7 8 10 11

G

A

B

C

D

E

F

H

J

K

L

12 13 1614 15

Prev:

Status:

A

General roughness Ra 6,3*

Status:

Chicken wing portioner FM 6.60 Subsamenstelling

JP 

Material:
THE INFORMATION CONTAINED IN
THIS DRAWING IS THE SOLE
PROPERTY OF FOODMATE.
ANY REPRODUCTION IN PART OR
AS WHOLE WITHOUT THE WRITTEN 
PERMISSION OF FOODMATE IS 
PROHIBITED.

FOODMATE B.V.
Röntgenstraat 18
3261 LK Oud-beijerland
THE NETHERLANDS
Tel.  +31 (0)186 630240
Fax  +31 (0)186 630249
info@foodmate.nl
www.foodmate.nl

First issue

Projection

Drawn:

Changes:

 

Revision

Scale:

A1

Group:Description:
Appr. by Date:

Part number:

1:5

FM.00.660.003

13-4-2011

NEN 3311
NEN 2365
NEN 3634

Cut sharp edges (mm)*

Revision 
A

Approved

JP

FM.00.660.003

Linear tolerances (mm)*
0,5≥6
±0,1

30>120 120>315 1000>2000 2000>
±2,0±1,2±0,8±0,5±0,3

6>30
±0,2

Angular deviation of shortest side (mm)*
315>1000

±1,0°
- >10 (* at 20°C, unless 

stated otherwise)

Tolerances acc. to.
Dimension tol. acc. to.
Roughness acc. to.

10 >50
±0,5°

50 >120
±0,3°

120 > -
±0,2°

Fillet 0,10 - 0,40 
or

Chamfer 0,10 - 0,25 x 45°

Foodmate is an equipment manufacturing company based in the Netherlands. 
Founded in 2006, we focus primarily on poultry processing, and we recently 
launched Foodmate US, expanding our worldwide distribution into North 
America. Driven by research, paired with unmatched knowledge and decades of 
experience, it’s our mission to innovate, automate and bring cost-effective  
solutions to the industry.
 
Our product line spans a wide assortment of processing equipment designed 
for live bird handling, killing and de-feathering, eviscerating, chilling, weighing, 
cut-up systems, deboning, and more. In addition to manufacturing, we provide 
an extensive variety of spare parts and service for other processing equipment 
and reconditioned machines. 
 
Our team represents decades of industry knowledge and experience resulting 
in the engineering, development and implementation of new designs for our 
clients and their ever-changing needs.
 

Key Benefits:

• �Allows for a maximum of 60 wings per 
minute

Technical Specifications:
• Stainless steel frame and motor
• �Motor (IP66) power is 0,75 kW
• � Machine dimensions: 

 - Length:	   887 mm 
 - Width:	   725 mm 
 - Height:	 1297 mm

   - Weight: 	approx. 169 kg
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