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watt/Hp Kg/h. ø mm mm mm mm mm mm mm mm mm Kg mm kg

TCG 12 Dakota 1ph 750 / 1
3ph 1100 / 1,5

230-400V/50Hz 95 4,5 310 225 560 360 130 415 495 575 29 630x430x450 33

TCG 22 Dakota 1ph 750 / 1
3ph 1100 / 1,5

230-400V/50Hz 120 4,5 310 225 560 360 115 415 495 575 31 630x430x450 35
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TCG 12-22 DAKOTA

TCG 12 DAKOTA

TCG 12 DAKOTA

Ristorazione - Food processors

• Corpo in alluminio anodizzato e fianchi in ABS antiurto. 
• Generoso motore ventilato. 
• Sistema di riduzione ad ingranaggi a bagno d’olio.
• Ingranaggi elicoidali temperati e rettificati.
• Bocca tritacarne e bocca grattugia facilmente rimovibili  

senza attrezzi. 
• Bocca tritacarne in acciaio inox AISI 304 (o alluminio su 

mod. 22). 
• Piastra e coltello inox. 
• Bocca grattugia in alluminio brillantato di grande 

capienza. 
• Capiente e pratica vasca di raccolta prodotto in 

plexiglass trasparente. 
• Rullo smontabile in acciaio inox. 
• Comandi con inversione di marcia di serie. 
Versione CE con: 
• Comandi 24 volt con NVR. 
• Dispositivo di sicurezza su vaschetta raccolta formaggio. 
• Dispositivo di sicurezza sul pressore grattugia.

 • Anodized aluminium body and ABS shockproof sides.  
 • Ventilated motor. 
 • Oil-bath gear box. 
 • Ground tempered helical gears. 
 • Removable grating/mincing mouth (no tools required). 
 • AISI 304 stainless steel or aluminium (only for 22 
model) mincing mounth. 

 • S/S plates and knives.  
 • Large bright finished aluminium grating mouth. 
 • Large see-through plexiglass receiving tray.  
 • Demountable S/S drum. 
 • Standard reverse. 

CE version: 
 • 24 volt controls and NVR device. 
 • Safety microswitch on the receiving tray.
 • Safety microswitch on the lever.  


